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Pool Operator & Service Pro Kits!
FAS-DPD Commercial Series

Tests included with kits are shaded

Code/Model
Free  

Chlorine
Total  

Chlorine pH
Acid  

Demand
Base  

Demand
Total  

Alkalinity
Calcium 

Hardness CyA
7514-01/FAS-DPD 
Chlorine Kit

1 drop = 
0.2/0.5 ppm

1 drop = 
0.2/0.5 ppm — — — — — —

7514-pH-01/FAS-DPD 
Chlorine & pH Kit

1 drop = 
0.2/0.5 ppm

1 drop = 
0.2/0.5 ppm 6.8-8.2 — — — — —

7022-01/FAS-DPD 
Commercial 7 Kit †B

1 drop = 
0.2/0.5 ppm

1 drop = 
0.2/0.5 ppm 6.8-8.2 Drop Count Drop Count 1 drop =  

10 ppm
1 drop =  
20 ppm 0-100 ppm

Number of Tests 
included with kit 50± 50± 144 70± 70± 70± 70± 100

* FAS-DPD Chlorine Titration test kits are ideal for color blind users.

FAS-DPD (Chlorine) Kit
Code 7514-01

The FAS-DPD titration test kit measures Free and Total Chlorine 
in 0.2 ppm or 0.5 ppm increments. The distinct color change 
allows accurate readings for very low or high chlorine levels. 
Ideal for testing chloramine levels in public pools.

FAS-DPD (Chlorine) & pH Kit
Code 7514-pH-01

The FAS-DPD (Chlorine) and pH Test Kit was designed for public 
pool operators. Measure Free and Total Chlorine levels in 0.2 or 
0.5 ppm increments over a wide range using a clear endpoint 
color reaction. The Bromine test is measured by multiplying the 
Free Chlorine results by 2.25. The pH test is measured by adding 
just 5 drops of pH indicator to a pH DipCell with measurements 
from 6.8-8.2.

FAS-DPD Commercial 7 Kit
Code 7022-01 †B

The FAS-DPD Commercial 7 Kit was designed for public pool 
operators and service professionals. Measure Free and Total 
Chlorine levels in 0.2 or 0.5 ppm increments. Bromine is 
measured by multiplying the Free Chlorine results by 2.25. pH 
is analyzed using a pH Octa-Slide 2 color bar (6.8-8.2). The 
Alkalinity test is a drop count method with 1 drop equal to 10 
ppm and Calcium Hardness test is a drop count where 1 drop 
equals 20 ppm. The Cyanuric Acid test uses a tablet to develop 
a cloudy precipitate measured by the disappearing dot method. 
The kit includes the Pool Manager Water Quality Handbook and a 
Saturation Index Calculator. Diagrammed instructions are in the 
lid of a sturdy case.

† Prop 65:  C:      WARNING Cancer www.P65Warnings.ca.gov/product; R:      WARNING Reproductive Harm www.P65Warnings.ca.gov/product; B:      WARNING Cancer and Reproductive Harm www.P65Warnings.ca.gov/product


