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Salt Water Outfi t
Grades 6 and up

Order Code 3635-05† | LQ (10)
Reagent Refi ll R-3635-04† | LQ (4)

Contains equipment necessary to monitor the 9 parameters 
most critical to the salt water analyst. Same packaging as 
shown, with 50 tests for each factor.

Octa-Slide 2 Comparator Tests

Test Factor Test Method Range (# Tests)
Ammonia Nitrogen Salicylate 0.0-2.0 ppm (50)

Nitrate Nitrogen Cadmium Reduction 0.25-10.0 ppm (40)

Nitrite Nitrogen Diazotization/ Coupling 0.05-0.8 ppm (50)

pH† Wide Range 5.0-10.0 (50)

Direct Reading Titrator Tests

Test Factor Test Method Range (# Tests)
Alkalinity Neutralization 0-200 ppm (50)

Carbon Dioxide Neutralization 0-50 ppm (50)

Dissolved Oxygen Winkler Method 0-10 ppm (50)

Salinity Argentometric 0-20 ppt (50)

Temperature

Test Factor Range
Armored Thermometer _5° to 45°C

† WARNING Cancer and Reproductive Harm - www.P65Warnings.ca.gov/product

Code 3633-05

Code 3635-05

Fresh Water Outfi t
Grades 6 and up

Order Code 3633-05† | LQ (10)
Reagent Refi ll R-3633-05† | LQ (4)

Healthy aquariums require routine water quality tests to main-
tain proper water balance. This outfi t contains all you need!

Octa-Slide 2 Comparator Tests

Test Factor Test Method Range (# Tests)
Ammonia Nitrogen Salicylate 0.0-2.0 ppm (50)

Nitrite Nitrogen Diazotization/ Coupling 0.05-0.8 ppm (50)

pH† Wide Range 5.0-10.0 ppm (50)

† WARNING Cancer and Reproductive Harm - www.P65Warnings.ca.gov/product

Temperature

Test Factor Range
Armored 
Thermometer

_
5° to 45°C
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Octa-Slide 2 Comparator Tests

Test Factor Test Method Range (# Tests)
Ammonia Nitrogen Salicylate 0.0-2.0 ppm (50)

Nitrite Nitrogen Diazotization/ Coupling 0.05-0.8 ppm (50)

pH† Wide Range 5.0-10.0 ppm (50)

† WARNING Cancer and Reproductive Harm - www.P65Warnings.ca.gov/product


